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1.	 Your Halo™ Evacuation Chair should only be used by competent operators.

2.	�� User training on the Halo™ Evacuation Chair should be conducted in line with 
manufacturers guidelines, as stated in this user guide.

3.	� Quarterly practice with the Halo™ Evacuation Chair is recommended to ensure staff 
remain trained and competent.

4.	 2 - 4 person operation is recommended for heavier passengers.

5.	� Only genuine Halo™ Evacuation parts should be used when maintaining the Halo™ 
Evacuation Chair.

6.	� To ensure the optimal performance of the Halo™ Evacuation Chair, belts should be 
rotated every 3 months. 

Note: Halo™ Evacuation accepts no liability for any damage that may occur when the chair is in use.

Important Information

LIFETIME PROMISE
Halo™ Evacuation offers a lifetime warranty. 
For full conditions, please visit our website 
haloevacuation.com/terms-conditions/

LIFE
TIME PROMISE

QUALITY
ASSURED
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Specifications

The Halo Lift™ is a versatile evacuation chair, designed for 
one-person operation, its unique track system provides a 
smooth and controlled evacuation, for both the operator 
and passenger. Its front and rear grab handles, enable an 
additional three operators to assist in lifting the evacuation 
chair up small flights of stairs and across uneven routes.

Folded Unfolded

Height 43.3"/1100mm 53.2"/1350mm

Width 23.6"/600mm 23.6"/600mm

Depth/Length 10.6"/270mm 44.1"/1120mm

Weight (unladen) 24lbs/11kg

Payload Capacity 400lbs/182kg

Stair Angle 28° - 40°

Seat Width 20.1”/510mm

Seat Depth 14.6"/370mm

Back Support Height 13.2"/335mm

Back Support Width 17.7”/450mm

Minimum Landing Depth 59.1" x 59.1"/1500mm x 1500mm

™
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SAFE WORKING LOAD FOR DESCENT AND/ 
OR ASCENT

ADVISORY STAIR ANGLE MINIMUM ALLOWABLE 
STAIR WIDTH

23.6
"

*2 - 4 person operation is advised 
for heavier passengers

*Minimum of 2 person operation 
when ascending stairs

CONTACT US

20o 40o

*For spiral and narrow staircases, other models are available. Visit haloevacuation.com

182kg 
400lbs

NOT SUITABLE FOR 
SPIRAL STAIRCASES

MAINTENANCE 
(STRONGLY ADVISED)

LIFETIME 
PROMISE

For more information visit: haloevacuation.com

LIFE
TIME PROMISE

QUALITY
ASSURED

CONTACT US
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Ergonomic Grab Handles - 
designed for easy lifting

For upward or downward 
evacuation - 1-4 person 
operation

Rear Lifting Handle - for  
ease of lifting passenger 
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Head Restraint 

Rear Braking Castors

Unlocked Locked
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Foot Rest - for additional passenger comfort

The passenger should not place 
all their weight on foot rest.
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Wall Hooks

750 mm
(29.5 inches)

230mm
(9 inches)

Back

INSTALLATION
Halo™ Evacuation, or an 
authorized distributor, 
can install your 
evacuation chair as well 
as provide expert advice 
and guidance on the 
most effective locations 
within your building.

haloevacuation.com

Safely store your evacuation 
chair, ready for quick deployment.

7mm (9/32) 
Drill bit 

For illustration purposes only.



19

VISU
AL IN

SPECTIO
N

Halo™ Evacuation recommend that the following checks 
are carried out every 3 months.

DEPLOYMENT/STORAGE
	­ Ensure chair deployment is smooth

	­ No interference when chair is deployed or stored

	­ Ensure kickstand extends and retracts correctly

CHECK WHEELS
	­ No cracking of wheel or hub

	­ No splitting of wheels

	­ No malfunction of castor wheel brake

	­ Ensure wheels are free to rotate without impediment

CHECK HAMMOCK
	­ No obvious threading around seams

	­ No ripping of hammock material

	­ Check belt buckle operates correctly

CHECK HEADREST
	­ No obvious threading around seams

	­ No ripping of headrest material

	­ Ensure the headrest is free to move up and  
down the handle

CHECK BELTS
	­ Rotate belts every 3 months

	­ No deep cracks or rips

	­ No bulging

CHECK FOOTREST
	­ Ensure footrest deploys and stores correctly

Please contact Halo™ Evacuation, or an 
authorized distributor immediately if any of 
these defects appear on your chair, or if you have 
any concerns.
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PATIENT CARRIER ANTI-THEFT DEVICE

COMFY SEAT

haloevacuation.com

HALO™ EVACUATION 
CHAIR STAND

SECURE STEEL 
CABINET

PHOTOLUMINESCENT 
SIGN

For more information visit: 
haloevacuation.com



Online User Guide

Halo™ Evacuation User Guides are available in:

	 US ENGLISH

	 SPANISH

For more information visit: 
haloevacuation.com
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Notes



Notes
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Halo™ Evacuation 
70 West Madison Street, Suite 5750, Chicago, IL 60602-4213
inquiries@haloevacuation.com
haloevacuation.com | +1 866-416-2955


